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Sammanfattning 

En kvalitativ utvärdering gjordes för Lussebäckens avrinningsområde för de hydrauliska förändringarna 
som sker när ett jordbruksdike restaureras till ett tvåstegsdike genom simulering av en 1D hydraulisk 
modell (Mike Urban CS). Modellen kalibrerades och validerades genom att använda 
vattennivåmätningar från dataloggers samt parametrar från in situ konservativ spårämnesanalys 
(huvudsakligen medelhastighet och flöde för tvärsnittssektioner). De flesta trender och återkopplingar 
visas med den uppdaterade modellen, där det är en signifikant passning mellan modellerade och 
uppmätta parametrar. Förändringar i flöde, vattendjup, hastighet och hydraulisk retentionstid visas 
genom simulering där befintligt tvåstegsdike i Lussebäcken förändras till en trapetsoid form som är 
jämförbar med kontrollstationen som är ett jordbruksdike. Detta scenariot analyserades för simulerade 
full-bank (Q1,5) förhållanden och med flödeshydrografer som togs fram vid den hydrologisk 
kalibreringsprocessen.  
 
Simuleringen visade att, medan restaureringen inte minskat flödestoppen signifikant för tvåstegsdiken 
med en eller två översvämningsplan, förändringen från ett jordbruksdike till ett tvåstegsdike med två 
översvämningsplan minskar både vattendjup och flödeshastighet signifikant (i medeltal ca -35% 
respektive -160%) vid översvämning. Simuleringen med tvåstegsdiket med ett översvämningsplan visar 
på sämre prestanda även om en kombinerad påverkan av hög hydraulisk roughness samt hydraulisk 
kontroll nedströms gör det svårare att utvärdera. Simuleringarna visar också på en minskning av minst 
50% av vattenhastigheten vid översvämning med översvämningsplan på båda sidor. Kombinationen 
av ökningen av den hydrauliska retentionstiden och reduktionen av vattenhastigheten minskar risken 
för kanterosion och sedimenttransport där näringsretentionen kan öka genom att sedimentpartiklar 
fångas upp och biogeokemiska processer ges mer tid. De simulerade ökningarna av vattendjup och 
flöde visar också att tvåstegsdike med två översvämningsplan minskar påverkan på dräneringsrör 
genom att minska mängden vatten som översvämmar in i rören. 
 
Simuleringen lyfter fram att om tvåstegsdiket är byggt i ett område med låg lutning i bäckfåran, 
vegetation och sedimentackumulation i bäckfåran måste kontrolleras (öka hydraulisk roughness) för att 
minska vattendjupet vid högflöde. Finns det en damm nedströms kan vattendjupet påverkas genom 
nedströms hydraulisk kontroll.  
 
Observationer gjorda i fält visar att även om volymmässigt, den hydrauliska lagringskapaciteten är stor, 
så passerar större delen av flödet i själva bäckfåran, där potentialen på översvämningsplanet inte 
utnyttjas (det uppskattades av endast 30% av det konservativa spårämnet som tillsattes vid punkt 0 
hade nått översvämningsplanet efter 200 m). Detta gör att potentialen för sediment och näringsretention 
inte utnyttjas i översvämningsplanet till fullo, vilket visades i en studie som skedde parallellt. Förslaget 
är därför att testa, i gällande scenariot, åtgärder som ger ett jämnare flöde över hela 
översvämningsplanet för att öka sediment och näringsretention samtidigt som tvåstegsdikets 
hydrauliska prestanda (inkluderat en minskning av flödestoppen) upprätthålls. 1) minska växt-sediment 
feedback loop i bäckfåran genom att främja beskuggning av bäckfåran och översvämningsplanet i ett 
tidigt skedde 2) öka antal och längd av översvämningar genom att placera sten med intervaller i åfåran 
längs tvåstegsdiket 3) öka utbytet av vatten mellan bäckfåran och översvämningsplanet genom att 
placera deflektors (stockar, stenar) på översvämningsplanet vinklade på ett sådant sätt att vattnet 
sprids över hela översvämningsplanet. 
 
Om minskningen av flödestoppen är huvudmålsättningen för att anlägga tvåstegdiken, föreslagna 
åtgärder i åfåran kan göras så att översvämningsplanen maximerar den volymmässiga lagringen 
(extended detention) men den effektivaste åtgärden är att anlägga en hydraulisk kontroll nedströms, t 
ex begränsa flödet genom en redan befintlig kulvert.  
 
Även om den kalibrerade modellen för stationerna längs Lussebäcken visar bra trender och feedbacks 
för förhållanden som observerades under perioden kan ytterligare steg vara: 1) öka upplösningen på 
avvägningar i fält på longitudinella och tvärsnittsprofiler 2) använda olika hydrauliska roughness 
koefficienter under året för att fånga vegetationsförändringar, vilket kan göras genom konservativa 
spårämnesanalyser 3) använda en 2D modell istället för en 1D modell. Det har också visat sig att 
strömhastigheten uppmätt från spårämnesanalyser kan ersätta uppmätta vattendjup från dataloggers 
vid kalibrering av hydraulisk roughness i modellen.  
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Executive Summary 

Qualitative assessment of the hydraulic changes associated with a two-stage channel approach to 
agricultural ditches restoration was performed through simulations of a 1D hydraulic model (Mike Urban 
CS) describing the Lussebäcken drainage basin. The model was calibrated and validated using site-
specific water level recording and in situ conservative-trace derived parameters (mainly average cross-
sectional velocity and discharge). Most trends and feedback are well captured by the updated model, 
with a significant fit between modelled and observed parameters achieved. Changes in discharge, water 
depth, velocity and hydraulic retention time are inferred from simulations where the actual Lussebäcken 
two-stage channels are returned to a trapezoidal cross-section similar to that of a nearby agricultural 
ditch reference site. This scenario was analysed under simulated full-bank flow (Q1.5) condition and 
discharge hydrographs established through the hydrological calibration process. 

Simulations demonstrate that, whilst it does not significantly attenuate peak-flow with one or two 
floodplains, restoring a trapezoidal drainage ditch to a two-stage two-floodplain channel significantly 
decreases both water depth and velocity (on average ca. -35% and -160% respectively) during 
overbank flow. Although obscured by the joint influence of high hydraulic roughness and downstream 
hydraulic control of the one-floodplain site, the simulation also indicates that performance is less with 
only one floodplain. Simulations also show that, during overbank flows, a minimum of 50% reduction in 
water velocity is provided by both floodplain configuration. In combination with the substantial increase 
in associated hydraulic retention time, velocity reduction potentially decreases risks of bank erosion 
and sediment transport, as well as promoting nutrient retention by increased particle trapping and time 
for biogeochemical processes. Furthermore, modelled change in water depth as discharge increases 
indicates that two-stage two-floodplain channel helps minimize the impact of high flows on the efficiency 
of underground drainage networks by reducing back-flow effect in outflow pipes. Simulations highlights 
that, if the restored reach has a shallow bed-slope, special attention must be provided to pro-actively 
control in-channel vegetation and sediment accumulation (i.e., increased hydraulic roughness) to 
sustain water depth reduction performance. It also suggests that such performance would be even 
lower if a downstream pond is present (i.e., downstream hydraulic control). 

Field observations revealed that, although hydraulic storage is volumetrically significant, the great 
majority of the water rapidly flows downstream in the main-channel portion of the flooded cross-section 
of the two-stage channels, bypassing the full hydraulic resistance potential of the floodplains (i.e., it was 
assessed that less than 30% of the conservative tracer released at the beginning of the two-stage 
channel travels over the floodplains by the time it reaches the 200m mark). This situation was identified 
as a significant hindrance to particle and nutrient retention potential by the parallel study. It is therefore 
suggested that the proposed interventions aimed at ensuring a more even flow-field distribution over 
the entire floodplains to promote particle and nutrient retention be tested in the existing scenarios to 
assess the extent they can also secure the two-stage channel designs hydraulic performance; which 
includes improving flow-peak attenuation. Recommended interventions are: 1) supress in-channel 
plant-sediment feedback process by ensuring early shading of the main-channel and major parts of the 
floodplains; 2) promote overbank flow frequency and duration by placing/keeping low-head structures 
such as riffle-pools or small woody debris-dams along the entire two-stage channel reach; and 3) 
promote transversal mixing between the main-channel and the floodplains by securing deflectors on 
the bank, such as small/short tree logs, at an angle spreading the flow-field over the entire floodplain. 

If flood-peak attenuation is the overriding objective in establishing a two-stage channel, whilst these 
recommended low-head structures (e.g., riffle-pools, small woody debris-dams) could be optimized to 
maximize volumetric storage over the floodplains (i.e., extended detention), the most effective approach 
is to explore the use of downstream hydraulic control (e.g., outlet control through reconfiguration of an 
existing culvert opening geometry). 

Whilst the calibrated model of the Lussebäcken study-sites now captures quite well the trends and 
feedbacks over the whole range of conditions observed during the studied time period, it is suggested 
to: 1) increase the resolution of the field surveys providing inputs on channel and floodplain longitudinal 
and cross-sectional profiles; 2) consider using seasonal hydraulic roughness coefficient to represent 
vegetation changes ï this could be done via conservative tracing; and 3) use a 2D model instead of the 
current 1D model. It is also concluded that trace-derived velocities are good surrogates for 
automatically-recorded water depth in the calibration of hydraulic resistance in the model.  
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1 Preface 

This report has been jointly prepared by EA-International and DHI Sverige AB in line with 
a directive from ï and as part of their respective contracts with - Länsstyrelsen Skåne.  

The respective tasks were for EA-International to generate field data to support the 
calibration & validation process of the Lussebäcken hydrological model performed by DHI 
Sverige AB. Initial coordination meetings, hosted by Länsstyrelsen Skåne (23rd Sept. & 
23rd Oct. 2019), between the field and modelling teams resulted in adjustments of the 
respective contractual outcomes to better serve the project objectives under the available 
remaining time and resources. These adjustments were agreed by Länsstyrelsen Skåne 
and this report therefore only covers the actual outcome of these respective activities. 

The report consists of an overall background and objective introduction, followed by two 
separate technical sections respectively on field and modelling activities, which is followed 
by a joint analysis of the two-stage channels performance with conclusions and 
recommendations. 

2 Background 

Agricultural land is in need of drainage trenches in order to optimize the productivity of the 
land. The traditional design of these ditches is a flat bottom with steep banks. Climate 
change entails measures of the watercourse to convey a higher discharge. At the same 
time, measures are essential to reduce nutrient leakage from agriculture and improve rural 
biodiversity. Restoration of rectified agricultural streams to two-stage channels is a viable 
management practice because it takes little land out of production, especially around many 
agricultural lands where grass buffer strips are already present. Once constructed, two-
stage drainage requires little to no maintenance compared to the traditional trapezoidal 
channel. It is therefore a practice that easily co-exists with productive agriculture.  

Two-stage channels are designed to mimic the stable conditions found in natural streams. 
The idea is to create extended benches on both sides of the rectified channel that would 
develop naturally over a period of time in a stream because of geomorphological 
processes. The shape of a two-stage channel varies slightly on a case-by-case basis, but 
typically consist of a low-flow trapezoidal channel, with capacity to convey the often-
recurring hydrological conditions. On top of the banks of the low-flow channel, small 
vegetated benches on both sides are situated to serve as a floodplain. Where space is 
restricted, only one side of the channel can exhibit a floodplain. At high flow, typically every 
1-2 years, full bank is reached and the floodplain used. 

The primary design of a two-stage ditch is to reduce erosion along watercourses, so 
sediment in downstream watercourse is reduced. They also pose as a river restoration 
measure that recreates the humid environments that once existed along the watercourse. 
Vegetated benches further reduce water velocity at high discharge and moreover retain a 
greater proportion of sediments and nutrients in the watershed rather than be flushed out 
causing downstream problems. 

2.1 Study-sites location and description 

Since the end of the 1990s, the Municipality of Helsingborg in the southernmost province 
of Sweden (Skåne) has restored of a number of channelized agricultural streams to a more 
natural two-stage channel design. These were built as part of various nature-based 
measures (ponds, wetlands, buffer-zones) to reduce nutrient transport to the sea, increase 
agricultural biodiversity and decrease downstream flood-risk. Three of these sites along a 
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1,7 km stretch of the Lussebäcken, as well as an adjacent channelized tributary with 
traditional trapezoidal design set as a reference site, have been used in this study (Figure 
1). Each of these sites is equipped with a stage recording station, where water depth data 
is available in nearly real-time through a web-based platform managed by an external 
consultant tasked to provide discharge-stage rating curves for each site. A 2018 geo-
referenced survey of the four sites done by the Municipality of Helsingborg was provided 
to both field and modelling teams.  

 

Figure 1 Map showing the relative locations of the four Lussebäcken study-sites, with positions of 
the automatic stage recorders and the Rhodamine WT injection & SCUFFA sites. 

Study-description 

For sake of clarity regarding their location along the Lussebäcken stream, the two-stage 
channel study-sites have been renumbered from their original BwN project labelling, with 
no. 1 reflecting the most upstream site.  

Site 1 (BwN local 3) (Figure 2): well established two-stage channel created in 2002, with 
one floodplain on its left bank (facing downstream). It is today partially shaded by growing 
trees and shrubs (mainly alder Alnus glutinosa and willow Salix spp.) that have been 
planted or spontaneously established. The stream demonstrates low level of sinuosity and 
no real riffle-pool sections. The channel of the upper and lower sections can be heavily 
sedimented in place, while light to heavy in-channel vegetation (mainly cattail Typha 
latifolia and common reed Phragmites australis) is present on about 2/3 of its length. The 
grassy floodplain is partially covered by shrubs, which have been thinned-out a few times 
since. The hydraulic of the siteôs lower section is, at medium and high flows, significantly 
influenced by a downstream pond. The upper catchment is ca. 550 ha. Reach length is 
204 m. 
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Figure 2 Study-site 1 (looking upstream, midway), a well-established two-stage channel restored 
in 2002. Photos: EA International (March 2019). 

Site 2 (BwN local 2) (Figure 3): relatively young two-stage channel created at the end of 
2015, with narrow floodplains boarded by a ca. 1:3 slope embankment. It is today fully 
exposed, with small shrubs starting to appear at some places along the edge of the 
floodplains. The entire channel is filled with sediment trapped by a very dense in-channel 
vegetation (mainly cattail Typha latifolia and common reed Phragmites australis) and the 
floodplains are dominantly un-vegetated. Consequently, water level is almost always at or 
above the designed full-bank and water flows more readily on the bare floodplains. The 
hydraulic of the siteôs lower section is, under all flows, significantly influenced by a densely 
vegetated reach. The upper catchment is ca. 650 ha. Reach length is 230 m. 

 

Figure 3 Study-site 2 (looking upstream), a relatively young two-stage channel restored in 2015. 
Photos: EA International (March 2019). 

Site 3 (BwN local 1) (Figure 4): well established two-stage channel created in 2002, with 
two floodplains. It is today heavily shaded by mature trees and shrubs (mainly alder Alnus 
glutinosa and willow Salix spp.), which were thinned out in the upper sectionôs left bank 
near the end of the study period. The stream now demonstrates a marked sinuosity and 
harbour a floodplain on each side on most of its lower 2/3, with even a short parallel 
channel branch mainly active at high flows. Although some fine sediment deposits are 
present in the uppermost section, the channel bottom is dominated by gravel and fine 
sand, with some submerged vegetation (mainly the willow moss Fontinalis antipyretica). 
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Few real riffle-pool sections are present. At the exception of extremely high flows, the 
downstream free-flowing culvert (160 cm ū x 12 m long pipe) does not really act as a 
significant hydraulic control. The upper catchment is ca. 750 ha. Reach length is 141 m. 

 

Figure 4 Study-site 3 (looking upstream), a well-established two-stage channel restored in 2002. 
Photos: EA International (March 2019). 

Site 4 (BwN local 4) (Figure 5): well established traditional agricultural ditch, ca. 2,5 m 
below field level with a ca. 1:1,4 slope embankment. It is today showing signs of heavy 
overgrowth, but close examination reveals that vegetation is dominantly from the side 
slopes. Both banks show signs of erosion at the same level, which could indicate the ñfull-
bankò (1,5 year recurrence) flow mark. At medium and high flows, the downstream culvert 
(80 cm ū x 59 m long pipe) can exert significant hydraulic control. The upper catchment is 
ca. 200 ha. Reach length is 213 m. 

 

Figure 5 Study-site 4 (looking downstream), a well-established agricultural ditch showing signs of 
heavy overgrowth. A) close observation shows that vegetation is dominantly from the side 

embankment. Photos: EA International (August 2019). 

The Lussebäcken drainage basin is a sub-catchment of the Råån river, which flows 
through the city of Helsingborg before it reaches the sea. 
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3 Study objectives and updated contractual outcomes 

In following an update of the Lussebäcken sub-catchment in the hydrological model (Mike 
Urban CS) to better reflect prevailing land use and stormwater control measures, the main 
objective of this study was to establish the effect of a two-stage channel design on flood-
risk reduction; more specifically on peak-flow magnitude, water depth and velocity, as well 
as hydrological storage potential. 

To ensure reliability in findings, the updated hydrological model had to be first calibrated 
and then validated [DHI Sverige AB objective]. It was initially planned that this process 
would be based on flow-related Manning Roughness Coefficient (n, one of the key 
parameters involved in calibration/validation) derived from a conservative tracing field 
approach and a complementary desk software-based assessment [EA International 
objective]. However, discussions between the modelling and the field teams established 
that, based on the available time and resources, the most pragmatic approach to model 
calibration/validation was to directly use the average cross-sectional velocity (used in 
deriving n ) determined by conservative-tracing. It was therefore decided that: 

1) trace-derived Manning roughness coefficients would be used to guide/confirm 
the range of those employed in the model;  

2) based on resources available, the desk-assessment of Manning n be 
abandoned in favour of extra traces; and, 

3) although not initially considered, the calibration/validation process would also 
take advantage of the other parameters a conservative-trace generates; 
namely the prevailing flow-rate and cross-sectional dispersion coefficient. 

Furthermore, because the provided geo-referenced survey resolution of the four sites was 
unfortunately insufficient to reliably obtain a trace-derived Manning roughness coefficient, 
an unplanned field-survey (5 cross-sections per site) had to be conducted by the field 
team. Consequently, these updated cross-sections were also incorporated in the final step 
of the calibration process to significantly improve the model fit. To further reduce 
discrepancies between modelled and observed water depths in the lower section of Site1 
due to a hydraulic control associated with the downstream pond (Figure 1), this field survey 
also included the assessment of the prevailing difference in channel bottom and water 
surface heights between the end of Site 1 and the outflow of the pond. 

Similarly, to strengthen and widen the flow-range on which the siteôs discharge rating-
curves provided by Naturcentrum AB were based, a total of 40 (10 per site) complementary 
field-assessment of flows (Q) were also performed based on the Velocity-Area Method 
using an electromagnetic flow-meter. Final version of the 4 sites rating curves, which also 
includes trace-derived Qs, were therefore produced by the field team. 

Finally, further discussions between the modelling and the field teams established that, in 
view of the significant variations in hydraulic behaviour amongst the two-stage channels 
at high flows due to unforeseen downstream hydraulic controls, as well as significant 
impact on channel geometry caused by substantial accumulation of sediment in some 
sites, it was decided that: 

4) Site 2 would not be included in this modelling round;  

5) the most effective way to achieve the objective of the project under the 
available time, was to apply the reference siteôs trapezoidal cross-section to 
the two-stage channel sites and infer the outcome of a restoration; and, 

6) to apply this ñreversal scenarioò to sites 1 and 3 but, since it isnôt influenced 
by hydraulic control at high flows, focus the assessment of the effect of two-
stage channel mainly on Site 3. 

The assessment of the two-stage channel restoration also included nutrient retention and 
local biodiversity (tasked to EA International) and is reported in a separate document. 
Similarly, flood-mapping of the entire Lussebäcken basin within the Råån hydrological 
model (tasked to DHI Sverige AB) is reported in a separate document. 
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4 Technical report on field activities [EA International] 

4.1 Study Approach Rationale 

As a low-gradient stream, the open channel flow in the selected reaches of Lussebäcken 
is essentially controlled by (1) boundary roughness, from bed and bank/floodplain grain 
material, including vegetation; (2) form roughness, from turbulences and secondary 
circulations generated channel irregularity and sinuosity; and, to a certain extent, by (3) 
spill resistance, induced by rapidly decelerating flows associated with hydraulic jumps 
induced by elements near or protruding from the water surface such as riffles. The later 
are potentially of importance at high flows since these structures promote over-bank flows. 
It is important to note that, as water flows under roads and pathways or enter/exit on-line 
ponds, inlet/pipe control (4) can also exert a significant control of the open-channel flow. 

In modelling, the Gauckler-Manning-Strickler equation (simplify as Manning equation) is 
one of the most common mathematical constructs describing open channel flow: 

 ὗ
    Ѝ

   Eq. 1 

where, 

Q = flow rate (m3/s); 

A = area of channel perpendicular to the flow (m2); 

R = hydraulic radius (m), which is the variable accounting for the channel geometry: 

 Ὑ  Eq. 1b 

where, 

P = wetted perimeter (m), the length of the channel perimeter in contact 
with the water. 

S = average bed slope, as a surrogate for the energy grade line slope (m/m);  

n = the ñManning coefficientò representing the ñresistanceò encountered by the flow. 
In Swedish literature, the inverse of n is used to depict this coefficient, with:  

 ὓ  Eq. 1c 

While channel geometry and water/bed slope can easily be measured, estimation of a flow 
resistance coefficient (n) in natural channels (incorporating elements 1, 2 and 3 above) 
remains an approximation and, depending on the method used, can be very subjective. 

In this study, it was initially proposed to use two different approaches to estimate n: 

A) a desk approach based on a multiple-steps spreadsheet tool developed by the U.S. 
Forest Service Natural Stream and Aquatic Ecology Centre to assist practitioners in 
selecting resistance coefficient for natural stream channels, through a combination of 
tabular and photographic guidance as well as quantitative approaches [In line with the 
agreed amendments (section 3), this approach was put on hold at this time]; and,  

B) an in situe conservative-tracing approach to derive the roughness coefficient from 
field-assessed ñcross-sectional average velocityò (V) and, using provided field-survey 
of the channel geometry (R and S) in the Manning equation solved for n : 

 ὲ
  Ѝ

   Eq. 2 

In total, 39 traces were performed (min. 9 per site) and analysed to estimate associated 
cross-sectional velocity (V), flows (Q), dispersion coefficient (D) and derived Manning 
roughness coefficient (n). 
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4.2 Conservative-tracing ï background and analysis 

Soluble dye (such as the Rhodamine WT used in this study) has long been utilised to 
assess longitudinal transport and dispersion in free-flowing streams. Contrary to chemical 
or radioactive tracers requiring often costly laboratory analyses, florescence-tracing is now 
efficiently and economically performed using compact field-fluorimeters able to record at 
up to a 1 second sampling rate. 

For small streams, the tracer is typically injected in a nearly instantaneous manner (slug-
injection method) by pouring a set amount across the channel. Advection, dispersion and 
diffusion then stretch the tracer plug within the channel (and over the plains at flood stage) 
as it moves downstream. A monitoring instrument positioned at a set distance downstream 
from the injection would therefore detect a wave-like fluctuation in the tracer concentration 
as the marked water body passes-by. In its simplest form, this ñbreakthroughò (or dye 
recovery) curve would show a low concentration leading edge preceding the concentration 
peak, which is followed by a long trail of slowly decreasing concentrations until return to 
background fluorescence (Figure 6a). The higher the flow, the more diluted the tracer 
become. Similarly, the greater the ñresistanceò encountered by the flow, the more spread 
the curve becomes and the trail-end elongated.  

 

Figure 6 Graphics depicting the analysis of a breakthrough (dye recovery) curve generated by a 
conservative trace, with the x-axis representing time (s) and the y-axis Rhodamine WT 
concentration (ppb). A) removal of the background fluorescence and determination of the 
trace start & end; B) assessment of the dye ñrecoveredò mass and determination of the 
prevailing water flow-rate; C) determination of the average travel time and the associated 
average cross-sectional velocity; and D) determination of the dispersion coefficient. 

Because it involves hydrological processes applied to an entire reach, the information 
derived from a conservative trace are seen as reach-integrated; in contrast to punctual 
(location specific) readings of velocity, water depth, etcé collected by recording devices.  
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4.2.1 Trace Analytical procedure 

From the breakthrough (dye recovery) curve generated by a conservative trace, where the 
x-axis is time (s) and the y-axis Rhodamine WT concentration (ppb), the flow-rate (Q) is 
defined as proportional to the area under the curve (Figure 6b), the average hydraulic 
travel time (ὸӶ) is expressed as the time where the centre of mass of the area under the 
curve is observed (Figure 6c), and the cross-sectional dispersion (D) proportional to the 
spread and trail-end (i.e., the variance around ὸӶ; Figure 6d). 

The sequential steps in analysing a breakthrough curve are: 

1) Removal of the background fluorescence, which is an average of what was recorded 
prior to injection of the dye, must be performed before the actual concentration in 
Rhodamine WT (ppb) is computed from the relevant calibration equation (specific to an 
instrument) and the results plotted to identify the trace ñstartò and ñendò time (Figure 6a). 

2) Area under the curve is computed by making the summation of all individual areas 
associated with each recorded time interval (s) between the start and the end of the trace 
(Figure 6b). Representing the ñrecoveredò dye, this ñtotal massò is annotated M0 (the zeroth-

moment of the distribution concentration over time) and has units of ppb ¶ S: 

 ὓ В  ὧϽ‬ὸ Eq. 3 

where, ñcò is the average of the actual concentrations observed at tx and tx+1., 

respectively the beginning and the end of the time interval µt. 

3) Flow-rate (Q) is determined based on a mass balance approach where the mass of the 
ñrecoveredò dye is assumed to be equal to the mass that has been injected: 

 ὗ Ͻὖὖὄ   ὗ Ͻὖὖὄ  Eq. 4 

Considering that the injection-rate was instantaneous, and therefore negligible in relation 
to the stream flow, the flow-rate is therefore equal to the ratio of the injected tracer mass 

(mg) and M0, while the correction factor is used to account for the 20% active ingredient of 
the Rhodamine WT stock solution, as well as to bring the units to l/s. 

 ὗ Ͻπȟς Ͻ ρ πππ πππ Eq. 4b 

4) Average travel time (ὸӶ) is determined by dividing the 1st Moment (M1) of the distribution 
by its M0, where M1 is the summation of the multiplication of all individual ñconcentration 
massesò by their respective ñtime since injectionò (t) (Figure 6c): 

 †Ӷ
В  ϽϽ

 Eq. 5 

where, ñcò is the average of the actual concentrations observed at tx and tx+1., 

respectively the beginning and the end of the time interval µt. 

5) Average Cross-Sectional Velocity (ὠ) is calculated by dividing the distance (d) between 

the injection point and the reading instrument by ὸӶ: 

 ὠ
Ӷ
 Eq. 6 

6) The Dispersion Coefficient (D) is determined by first assessing the variance about the 

centroid („Ӷ) by dividing the 2nd Moment (M2) of the distribution by its M0: 

 „Ӷ
В  Ͻ ӶϽ

 Eq. 7 
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And then by comparing the variance („Ӷ) and centroid (ὸӶ) of the injected and the 

ñrecoveredò distributions related to the Average Cross-Sectional Velocity (ὠ) (Figure 6d): 

 Ὀ Ͻ
 

Ӷ   Ӷ
 Eq. 8 

where, because the injection is instantaneous, „  and ὸӶ  are equal to zero. 

4.3 Conservative-tracing ï field deployment and timing 

Although 3 of the 4 study-reaches are along 1,7 km of the same channel stretch (only 
separated by ca. 530 m), pre-tests determined that the leading-edge of one trace would 
not overlap with the trail-end of another if individual / sequential traces were initiated from 
the downstream site, even if high concentration of Rhodamine WT were used. 

To facilitate rapid-deployment, wood pegs were set in the middle of the channel at the 
beginning and end of each study sites; with the downstream one used to quickly anchor a 
SCUFA (Self-Contained Underwater Fluorescence Apparatus) (Figure 7b) and the 
upstream one to mark the dye injection point (Figure 7a). Exact distance between the two 
pegs was measured for its use in Equation 6. Channel depth at those locations, plus some 
extra places in between, were also measured to estimate the prevailing flow condition 
while remotely monitoring the study-stages on the provided web-based platform. Similarly, 
the distance between the top of the peg and the channel bottom was determined, creating 
a reference for the monitoring of the water surface (and associated water depth) 
associated with each trace and consequent use in Equation 2. 

Between 3 ml (low flows) and 20 ml (high flows) of neat Rhodamine WT 20% were used. 
This dosage was to ensure both a ñvisual referencingò of the mixing process in the upper-
mid portion of the study-reaches and a suitable end-concentration above background 
fluorescence (Figure 7a). The SCUFFAôs minimum detection level is 0,04 ppb Rhodamine 
WT active ingredient and the sampling rate was set to 10 sec. 

 

Figure 7 Rapid-deployment of a conservative-trace: A) Rhodamine WT instant injection at the 
upstream-end of the study site; and B) SCUFA [Self-Contained Underwater Fluorescence 
Apparatus] secured at the downstream-end. The SCUFFAôs minimum detection level is 
0,04 ppb Rhodamine WT active ingredient and the sampling rate was set to 10 sec. 
Photos: EA International (February 2019). 

Every time a forecasted rain event was deemed sufficient to generate the desired flow 
condition, which was confirmed through remote-monitoring of the prevailing hydrograph, 
the rapid-deployment for a trace was triggered (ca. 1-hour travel time to the study-sites). 
The timing of the trace aimed to cover either the peak of the hydrograph or a base-flow 
condition, where flow fluctuation is minimal (Figure 8).  
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Figure 8 Timing of the 9 trace-sessions (9 traces x 4 sites = 36 traces) shown on the remote-
monitoring hydrograph of Station 3 (Naturcentrum 2; Building With Nature local no. 1). 
Red arrows and columns indicate the trace-sessions. 

4.4 Conservative-tracing ï delivered results 

A total of 39 traces were performed and analysed, with only one not providing reliable 
results due to sensor or equipment failure (obstruction of the sensor by plant material). 
These were executed during nine rain events and one at baseflow, just before a rain event 
(Figure 8). Consequently, one trace corresponded with a very low flow condition, two were 
around full-bank condition and seven were during overbank flow [a total of 16 traces, 4 
flow conditions at 4 locations, was initially planned]. An example of results obtained from 
the analysis of breakthrough curves is shown in Figure 9. A summary of all the traces 
outcome is available in Annex 1. 

 

Figure 9 Example of results obtained from a set of traces performed at high flow. A) picture of the 
moving dye in a two-stage and rectified channels; and b) outcome of the analysis of the 

breakthrough curves. Photos: EA International (March 2019). 
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4.4.1 Trace-derived flow-rate (Q)  

Data points have been derived from equations 4 and 4b (Figure 10). At the exception of 
Site 2, all data sets were used as input to the calibration process. 

 

Figure 10 Trace-derived flow-rate as a function of recorded channel stage for the 4 study-sites. 

4.4.2 Trace-derived average cross-sectional velocity (ὠ) and transit time (ὸӶ) 

Results have been derived from equations 5 (ὠ) and 6 (ὸӶ) (Figure 11). At the exception of 
Site 2, the entire data set was used in the calibration process. 

 

Figure 11 Trace-derived average cross-sectional velocity and hydraulic retention time as a function 
of recorded channel stage for the 4 study-sites. 
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4.4.3 Trace-derived Dispersion Coefficient (D)  

Results derived from equations 7 and 8 (Figure 12) were compared to the hydrological 
model. It was however decided not to include them in the calibration process at this time.  

 

Figure 12 Trace-derived dispersion coefficient as a function of recorded channel stage. 

4.5 Flow Rating Curve ï stage-discharge relationship 

As the discharge-stage rating curves were central to the calibration-validation process, the 
field flow-rates provided by Naturcentrum [tasked to developed the rating curves] were 
supplemented by 40 field-assessed and 38 trace-derived flows (Figure 13 and 14).  

 

Figure 13 Final version of the stage-discharge relationship based on 3 sets of data. 
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Since Site 4 (control site) was equipped with a data logger on 25th February 2019 and that 
reliable recording started on 8th March 2018, only 4 of the 11 traces overlapped with the 
recorded hydrograph. The missing data had therefore to be estimated from manually 
recorded water depths (during traces and field-Q assessment activities) and a correlation 
between 1 and 3 stage recordings for specific rain/flow events. These estimated stage 
values are highlighted by a grey cell in the outcome summary table presented in Annex 2.  

At the exception of Site 2 where the sediment-filled channel generated an almost 
permanent over-bank condition, the combined data set was used to identified a bank-full 
depth (stage) where the discharge-stage relationship changes (Figure 14). These bank-
full values correlated well with field observations. 

 

Figure 14 Study-sites rating curves showing an estimate of bank-full stage, where the discharge-
stage relationship changes from an in-channel to an in-channel and over-bank condition. 

4.6 Trace-Derived Manning Roughness Coefficient 

A more precise assessment of both channel cross-sectional area and hydraulic radius 
(equation 1 and 1b) was needed to generate the composite channel cross-section used in 
computing the trace-derived Manning roughness coefficients (through equation 2), which 
were then used for a scale comparison with those producing the best fit during the 
hydrological model calibration process. 

4.6.1 Complementary channel survey and resulting composite cross-sections 

A high-resolution survey of the 4 study sites cross-sections (4 per sites) were conducted 
on 26th & 29th November 2019, when trees had lost most of their leaves. Location of these 
transects, as well as the one performed by Naturcentrum on 7th November 2019, is shown 
in figure 15.  
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Figure 15 Relative length of the study sites showing the location of the trace injection and SCUFFA 
sites, as well as the locations of the cross-section high-resolution survey (Images from 
Google Earth, eye altitude ca. 335m). 

The composite cross-section of each study was done manually, by first deriving new x 
(horizontal mark) and z (depth) coordinates from each of the individual transects. This was 
done by measuring ñzò on a printed transect at specific horizontal distances standardised 
by measuring them from the centre of the channel bottom. These new values were then 
used to produce the composite cross-section profile on which the water depths associated 
with each trace were also plotted (Figure 16). Channel cross-sectional area (A), wetted 
perimeter (P) and consequently the hydraulic radius (R) were computed for each trace. 
Minimum and maximum cross-section profiles were also computed by assessing them 
from each standardised horizontal mark, but provided for comparison only at this stage of 
the study. A summary of the detailed field survey data is provided in Annex 3 while the 
resulting composite profiles are presented in Annex 4. 

As Site 2ôs channel is sediment-filled with an almost permanent over-bank condition, and 
since it was not included in the modelling activities, a composite profile was not generated 
for this site at this time. 

Individual cross-sections (column A) of Site 1 and 3 were also used to update the 
hydrological model as part of the calibration process focused on two-stage channel.  
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Figure 16 Individual (column A) and associated composite (column B) cross-sections of the two-
stage channels (rows 1 to 3) and the traditional trapezoidal channel (row 4). 
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4.6.2 Resulting trace-derived Manning n 

Using the composite channel cross-section developed for each site to assess a cross-
section (A) associated with the prevailing recorded water depth (h), which is then used to 
compute the related wetted perimeter (P) and hydraulic radius (R), the Manning roughness 
coefficient associated with each trace is derived from equation 2. Although prevailing water 
slope is usually used, at this stage of the project, the overall channel bed-slope provided 
through the supplied 2018 survey was used as a surrogate value. These site bed-slopes 
are therefore the same as those used in the hydrological model. Values of Individual 
parameters used to derive Manning roughness at each site are provided in Annex 5. 

Table 1 Summary of the trace-derived Manning roughness n for 2 two-stage channel site (Site 1 
and 3) and the trapezoidal reference site (Site 4). The value of Manning roughness M 
(1/n) is also provided for ease of comparison with the Swedish literature. 

Time Stamp Site Q h n M 

2018-11-28 03:20 1 (top) 1,10 0,067 1,012 0,99 

2019-09-30 16:30 1 (top) 22,4 0,207 0,221 4,53 

2019-10-28 14:20 1 (top) 52,4 0,391 0,439 2,28 

2019-02-10 10:27 1 (top) 136,33 0,510 0,118 8,46 

2019-02-09 16:12 1 (top) 131,39 0,542 0,129 7,75 

2019-03-08 10:48 1 (top) 196,28 0,586 0,098 10,21 

2019-03-07 16:40 1 (top) 314,94 0,691 0,100 10,03 

2019-03-17 10:20 1 (top) 412,63 0,791 0,099 10,06 

2018-11-27 13:19 3 (dwn) 0,33 0,033 0,310 3,23 

2019-09-30 14:02 3 (dwn) 35,4 0,165 0,149 6,72 

2019-10-28 12:11 3 (dwn) 60,9 0,182 0,128 7,83 

2019-02-08 12:22 3 (dwn) 81,08 0,214 0,105 9,57 

2019-02-09 14:01 3 (dwn) 157,5 0,263 0,083 12,12 

2019-02-10 09:19 3 (dwn) 209,6 0,282 0,082 12,12 

2019-03-08 11:01 3 (dwn) 403,10 0,339 0,064 15,71 

2019-03-07 13:22 3 (dwn) 725,17 0,403 0,051 19,69 

2019-03-17 12:30 3 (dwn) 1 165,84 0,459 0,045 22,16 

2019-03-17 10:46 3 (dwn) 1 204,16 0,463 0,045 22,07 

2018-11-27 20:15 4 (ref) 0,1 n/a   

2019-09-30 14:23 4 (ref) 7,1 0,069 0,137 7,32 

2019-10-28 12:17 4 (ref) 19,6 0,158 0,367 2,73 

2019-02-08 11:28 4 (ref) 23,43 0,184 0,133 7,52 

2019-02-09 13:19 4 (ref) 43,89 0,238 0,123 8,13 

2019-02-10 09:32 4 (ref) 44,1 0,238 0,150 6,68 

2019-03-08 11:35 4 (ref) 81,62 0,335 0,128 7,83 

2019-03-07 12:17 4 (ref) 131,13 0,358 0,114 8,80 

2019-03-07 17:26 4 (ref) 123,10 0,362 0,113 8,81 

2019-03-17 11:15 4 (ref) 202,0 0,405 0,105 9,49 

2019-03-17 12:48 4 (ref) 189,1 0,435 0,111 9,05 

 

The effect of in-channel plant die-out, the condition most likely to provide rapidly increasing 
resistance to flow, was explored by performing a trace right at the beginning of the plant 
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senescence (i.e., end of the vegetative season; end of September) and at its highest point 
(end of October). At the exception of Site 3 which does not harbour in-channel vegetation, 
a strong effect of plant die-out on Manning roughness can be observed (Figure 17). 

 

Figure 17 Relative changes in trace-derived Manning roughness n as a function of A) discharge 
[rating-curve derived], and B) water depth [stage recording], for 1 & 2) two stage-channel 
sites 1 and 3, and 3) the reference trapezoidal one. Bank-full condition derived from rating-
curved are shown. The green point indicates a trace done at the beginning of the plant 
die-out (end of September 2019) and the orange one at its highest (end of October 2019). 

It is important to remember that trace-derived Manning roughness coefficients 
represent an ñintegratedò value of all flow resistance encountered over the entire 
reach studied. This means that, under over-bank flow conditions, a trace-derived Manning 
n represents an average of the different roughness associated with the channel and the 
floodplains flows individually set in a hydrological model.  

Although higher than those provided in literature reference-tables for natural streams and 
man-made channels (and therefore those of all hydrological modelling), the relationship 
between trace-derived Manning roughness coefficient and the prevailing discharge or 
water depth is in line with theoretical expectation (Figure 17). The trace-derived values 
of n are therefore believed to be representative of the prevailing situation, as they 
are furthermore in the same range as those set in the hydrological model to obtain 
a suitable fit between discharge and water depth (Figures 19 to 21). 
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5 Technical report on modelling activities [DHI Sverige AB] 

5.1 Methodology  

In order to provide a qualitative evaluation of the effect of a two-stage ditch on velocity 
reduction and retention times a 1D hydraulic model describing the Lussebäcken 
watercourse was established. The Lussebäcken basin and watercourse are described in 
Mike Urban CS. The model has been obtained from NSVA and was originally set up in 
2008 (DHI, 2008). The model describes runoff from different types of surfaces, as well as 
discharge and water levels in the watercourse. 

The model was updated with water management measures implemented over the last 
decade along with the change in land use. Model changes carried out are based on 
obtained documentation and in consultation with the client. The previous traditional 
drainage ditches have been modified to resemble the features of a natural stream in form 
of a two-stage ditch, on a few locations along the watercourse. An evaluation of the 
hydraulic effects of the two-stage ditches have been carried out through a comparative 
analysis with the traditional agricultural trench. 

At four sites along Lussebäcken detailed surveys have been conducted prior and parallel 
to the hydraulic modelling. Cross-sectional measurements, water level records, tracer 
tests and stage-discharge relations formed the basis of the model and simulations. In 
discussion with the client, focus for evaluation was set on two of the three study-sites with 
two-stage design together with the reference with the traditional trapezoidal design. In 
figure 1, the sites included in the analysis are shown.  

5.2 Analysis of two-stage channels in Lussebäcken 

5.2.1 Hydrological calibration 

A hydrological calibration of the model was carried out during spring 2008. Over the 
decade a series of measures have been implemented in Lussebäcken along with an 
increased urbanization in the catchment. Consequently, an additional calibration was 
applied.  

Data for calibration was obtained from the weather station Helsingborg A and SHYPE 
calculations (ARO 259). The time resolution of obtained data was quarterly precipitation 
values, hourly temperature values and monthly evaporation values. 

At three sites in the northern branches of Lussebäcken water level data have been 
recorded continuously since October 2018, Figure 1. The model was calibrated using 
rating curves from each of the sites. The rating curves were produced by EA International 
based on dye tracing conducted on several occasions, Figure 10.  

The resulting hydrograph is presented in Figure 18, together with the discharge from the 
rating curve. A good fit is obtained for the range of conditions during the studied time 
period. It should however be noted that the calibration period is limited to less than a year 
and the validation of the correlation at high flows are hard to evaluate. 
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Figure 18 Discharge hydrograph at station 1, upstream the Långeberga industrial area. The 

discharge correlation between simulated and rating curve gives a R2=0.84. 

5.2.2 Hydraulic calibration and validation 

5.2.2.1 Calibration 

Calibration of the hydraulic model was conducted in order to produce accurate and credible 
results regarding water levels and velocities. Data used for calibration was recorded water 
level from data loggers. In order to exclude any uncertainties from the hydrological model 
the rating curve for each site was used to assign discharge at the studied sites. The 
parameter used for calibration is bed roughness. Typically, the low-flow channel has a 
lower roughness compared to the more vegetated benches. A differentiation in roughness 
between the main channel and adjoining benches was introduced in the model.  

Cross-sectional measurements along with measurements for location, placement and size 
of culverts along the sections with two-stage ditches had been carried out by the 
municipality of Helsingborg. Additional cross-sectional measurements were provided by 
EA International with an improved resolution of the cross-sectional transects at the sites 
of hydrological station 1 and 3, Figure 16. 

In Figures 19 to 21, the results of the calibration are presented for each of the sites. The 
water level is plotted with time. Included in the graphs are also calibrated bed roughness 
presented as Manningôs n on a general cross-section of the site. The bed roughness 
represents an average resistance for the whole site. The objective with performed 
calibration is to reach as good results as possible but at the same time stay within 
reasonable values of Manningôs n. Typically the bed roughness in a natural channel would 
be somewhere between n=0,2 to about n=0,03. Moreover, the roughness in the main 
channel will be lower than at the vegetated full bank benches. 

At station 1 a good fit is obtained for the whole range of conditions during the studied time 
period, for station 3 an incredibly good fit is obtained for low flows and water depths to 
about 0.3 m. The results at the reference show a larger difference between simulated and 
observed depths but the trends and feedback are well captured in the model. At the 
reference the recorded water level series were measured during a shorter period.  
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Figure 19 Simulated and observed water depth at Hydrological station 1. Presented is also a general 
cross-section at the and calibrated bed roughness (Manningôs n). 

 

 

Figure 20 Simulated and observed water depth at Hydrological station 3. Presented is also a general 
cross-section at the and calibrated bed roughness (Manningôs n). 
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Figure 21 Simulated and observed water depth at Hydrological station 4. Presented is also a general 
cross-section at the and calibrated bed roughness (Manningôs n). 

 

5.2.2.2 Validation 

To validate the model the average water velocity was computed and compared with the 
results of the tracer test performed at the sites of hydrological station 1 and 3.  

The performed tracer test done in the field was replicated in the model. A tracer compound 
was added the Lussebäcken water course at a specific location for a given timestamp and 
the concentration over time measured at a location further downstream. The same 
injection and sample points where used in the model, as during the field assessment. The 
discharge is based on the rating-curve for the site in the same way as during calibration. 
In Figures 22, the results from simulation and tracer tests are presented as the average 
velocity and water level as a function of the discharge. 

Site 3 has the most independence from other form of hydrodynamic influence. The stream 
segment has a distinct bed slope and lack backwater effect from downstream structures. 
Additionally, the greatest number of tracer tests used for validation have been conducted 
at the site. 

The validation for site 3 gives a concurrent outcome with the calibration. The model has a 
good correlation with results from the tracer test. The best fit at site 3 is achieved at lower 
discharge, tendency at high discharge where the depths tend to get overestimated. 
Consequently, calculated average velocities have a similar deviation at higher discharge. 
Measured average velocities and modelled ones obtain a good fit up to about 200 l/s, for 
higher discharge the average velocity from the model are lower than observed during 
tracer tests. At site 1 the number of tracer tests carried out are less in number and the 
average velocities are much lower compared to site 3. Due to the low number of tests it is 
harder to draw a clear conclusion regarding the results. However, the same behaviour as 
for site 3 can be noticed where an overestimation in depth results in an underestimated 
velocity and vice-versa.  

The calibration data cover a period of about one year. The number of events with high 
discharge during a year are very few and thereby the uncertainty in the water level 
response at these events large. In order to improve the model a longer period of data 
collection is needed. 
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Figure 22 Graphs presenting results from simulation and tracer tests for sites 1 (A) and 3 (B). The 
results are presented in a scatter plot with data points together with a trendline. The 
average velocity is plotted as a function of discharge in the upper graph and water depth 
as a function of discharge in lower graph. Estimated Bank-Full discharge and associated 
water depth are also indicated.  
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5.2.3 Analysed scenarios 

The main channel of the of a two-stage ditch and a trapezoidal ditch are similar. A more 
interesting dynamics of the two-stage ditch is at full bank when the benches are active, 
and the wet perimeter grow considerably. In a natural stream the full bank discharge has 
an approximately constant return period of 1.5 year. Consequently, the effect of the two-
stage ditch was studied for the 1.5-year discharge. 

The 1.5-year discharge was calculated for the hydrological stations 1 and 3 using a 
frequency analysis. The frequency analysis was based on modelled discharge for a 
simulation period of 25 years (1995 ï 2019). The simulation period corresponds to the 
period the weather station Helsingborg A has been active and recorded precipitation 
values with 15 min resolution. Using Log-Pearson type 3 distribution the discharge with 
return period of 1.5 year at hydrological station 1 is calculated to 0.44 m3/s and at 
hydrological station 3 to 0.63 m3/s. The frequency period plot of the two sites are presented 
in Figure 23. 

 

Figure 23 Frequency plot for hydrological station 1 and 3. From the result the return periods 
corresponding to specific discharge can be read. 

5.2.4 Evaluation of the two-stage ditch 

The 1.5-year discharge was added to the model as a boundary condition upstream the 
studied sites of hydrological station 1 and 3. The effect of the two-stage design was 
evaluated by comparing the results of the 1.5-year discharge with a scenario where the 
cross-section at hydrological station 1 and 3 are replaced with the design of the reference 
site (hydrological station 4). The cross-section of the agricultural trapezoidal ditch has a 
side slope of 1:1.5 and a bottom width of 0.3 m. The Manningôs M correspond to n = 0,04. 
General cross-sections of both sites with two-stage ditches and the reference trapezoidal 
ditch are presented in Figure 24. On the greater part of the reach for the hydrological 
station 1 a bench is only present on one of the banks. 
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Figure 24 General cross-sections of the studied sites. An evaluation of the effect of two-stage 
ditches in Lussebäcken have been performed by comparing results when the trapezoidal 
ditch at hydrological station 4 has replaced the current stream design. 

The results of the simulated scenarios are presented in Table 2. The results indicate that 
the two-stage channels decrease the average velocities and thereby increase the 
residence time considerably. 

The calculated depth decreases at station 1 but increases at station 3 when replacing the 
current two-stage channel with the trapezoidal channel of station 4. The water depths at a 
given discharge are affected by downstream structures, bed slope, cross-sectional area 
and bed roughness. At site 1 the replacement by the trapezoidal ditch implies a smaller 
cross-sectional area but also a lower roughness, which combined results in a lower depth. 
At site 3 the cross-section areas are reduced considerably more, whereas the difference 
in bed roughness are lower, resulting in a higher depth. 

Table 2 Results from simulation of a 1.5-year discharge (Q1.5) at hydrological station 1 and 3. 
Presented are length of the site and computed depth, average velocity (U) and residence 

time (t). 

Location Design 
Q1.5y 

(m3/s) 

Length 

(m) 

Depth 

(m) 

U   

(m/s) 

t    

(min) 

Hydrological station 

1 

Two-stage 

ditch 
0.44 202 0.76 0.12 28.1 

Hydrological station 

1 

Trapezoidal 

ditch 
0.44 202 0.62 0.25 13.5 

Hydrological station 

3 

Two-stage 

ditch 
0.63 149 0.42 0.31 8.0 

Hydrological station 

3 

Trapezoidal 

ditch 
0.63 149 0.62 0.52 4.8 
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6 Joint analysis of two-stage channel hydraulic 
performance 

The updated and calibrated model of Lussebäcken now captures reasonably well the 
overall hydraulic behaviour of the studied sites. Consequently, the ñretrofittingò scenario ï 
i.e., applying the trapezoidal cross-section of Site 4 to the prevailing two-stage channels 
of Sites 1 and 3 ï allows to infer the performance of a two-stage channel ñrestorationò 
scenario with regard to its effect on water velocity, water depth and, to a certain extent, 
discharge and flow peak. 

The retrofitting scenario has been analysed in simulations of 1) a full-bank discharge [Q1.5], 
and 2) the temporal discharge hydrograph established through the hydrological calibration 
process (section 5.2.1). As the trapezoidal geometry of Site 4 was seen as representative 
of the rectified drainage channels in the vicinity of the study sites, no scaling was used at 
this time when it was applied (Figure 25). 

 
Figure 25 Comparative changes in composite channel geometry when the trapezoidal cross-section 

of Site 4 is applied to the prevailing ones.  

6.1 Effect of two-stage channel geometry on full-bank flow (Q1.5)  

It can be inferred from the simulation, that restoring a trapezoidal drainage channel to a 
two-stage cross-sections similar to those in Lussebäcken could, on average, reduce the 
water depth associated with a Q1.5 by about 5% (ca. 0,05 folds), the water velocity by 80% 
(ca. 0,8 folds) and increase the hydraulic residence time by 50% (ca. 0,5 folds) (Table 3). 

Table 3 Inferred potential changes (Ö and %) in computed depth (D), average velocity (V) and 
residence time (t) associated with their respective Q1.5 if Sites 1 and 3 had been 
trapezoidal ditches dimensioned like Site 4 before being restored to two-stage channels. 

Location 

(length) 

Ö D Ö V Ö t 

(m) % (m/s) % (min) % 

Site 1 (202 m) +0,18 +18% -1,08 -108% +0,52 +52% 

Site 3 (149 m) -0,48 -48% -0,68 -68% +0,40 +40% 

Average change  ca. -5% ca. -80% ca. +50% 

Note: the % change is a function of the original two-stage cross-section.  

The counterintuitive increase in water depth observed after the ñrestorationò of Site 1 is 
due to 1) the smaller gain in cross-section compared to Site 3 owing to the presence of 
only one floodplain (Figure 25); and, 2) the large decrease in velocity associated with a 
significant increase in hydraulic roughness, from a Manning n of 0.04 of the almost bare 
drainage ditch to an average n of 0.12 associated with increased in-channel and floodplain 
vegetation. Consequently, it can safely be assumed that these changes would have been 
even more pronounced if a two-floodplain design was present at both sites. 
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Halving of the water velocity under full-bank condition therefore infers a significant 
decrease in both bank erosion and sediment transport potentials. This, in combination with 
a substantial increase in hydraulic retention time, further promote the potential of nutrient 
retention in the watershed as these effects remain under over-bank flow condition. 

6.2 Effect of two-stage channel geometry on peak-flows  

Outcomes based on simulated discharge hydrographs (Oct. 2018 to Nov. 2019) show that 
fitting a trapezoidal geometry to the two-stage channel of Sites 1 and 3 (respectively one-
and two-floodplain designs) produced similar results; with an average increase in 
discharge of ca. 5% over the simulated 2018-2019 hydrological year (Figure 26).  

 
Figure 26 Changes in discharge when the trapezoidal geometry of Site 4 is applied to Sites1 and 3 

two-stage channels. The hydrographs and magnitude of change (folds) over a one-year 
simulation are shown. 








































